
Powerful RFID middleware
for data communication

HERTZ

quickly and flexibly handles all data communication 

between hardware and business applications

powered by

Connectivity 
and data 
exchange 
through uniform 
communication

Management 
and 
configuration 
of all hardware

Integration 
with process 
control

Hybrid 
combination of 
auto-ID 
technologies

Integration 
with 
monitoring and 
alerting 
systems

RFID BLE



The Aucxis middleware HERTZ functions as a translation layer 

between hardware and business applications and relieves you 

of all your worries about communication protocols which are 

applicable to the data communication.

Specifications

Structure

External links

Data processsingHERTZ ensures the communica�on for various devices such as 
data collectors – among which RFID readers, barcode scanners, 
cameras and I/O modules – but also printers, signalisa�on, 
barriers, etc. 

HERTZ enables to process captured data. The data can be used 
for the control of internal processes and for big data analysis. 
Only the communica�on with HERTZ needs to be set up. There 
is no need to be concerned about the various communica�on 
protocols with all hardware components in a project. 

For interfacing with the customer's so�ware, Aucxis uses, in 
most cases, standard protocols. We make use of TCP/IP, 
HTTP/HTTPS, AMQP/MQTT, MODBUS/OPC UA, enabling us to 
forward different formats (XML, JSON, ...). 

HERTZ transforms the data input from the hardware into 
logical events that your so�ware can easily understand and 
process. This is done by means of filters (duplicate, best value, 
pa�ern recogni�on, ...), buffering modules to group data 
(avoids problems in case of connec�on loss of Wi-Fi, for 
example) and conversion between data formats. This enables 
HERTZ, for example, to detect all unique tags in a truck and 
forward them together with the licence plate or to 
automa�cally open a barrier when a specific tag is read.

Our middleware HERTZ is a lightweight service with the 
following minimum requirements:
Ÿ Windows 10 OS or Windows Server 2016
Ÿ 4GB memory (depending on size installa�on)
Ÿ X86 or X64 machine
Ÿ Microso� .NET 6.
Mul�ple HERTZ services can run on a single device for mul�ple 
read points.

HERTZ is based on the Microso� pla�orm and is composed 
of a set of modules and configura�on files. Our RFID 
middleware is flexible, which enables to communicate with 
new types of hardware which can be easily added. By adding 
or linking modules in a different way, logic can be changed 
quickly and efficiently according to new wishes or addi�onal 
func�onali�es.

HERTZ also provides the transmission of data to external 
so�ware packages (MES, WMS, ERP systems, …). Some 
examples:
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